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Direct control of 4 Legs flying capacitor of active filtering application
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The quality of electrical energy in the distribution system is a priority both for the producer of energy to the consumer. The increased consumption pushed both parties to seek solutions incorporating the cost of energy. Therefore, see appear us more and more often converters with four legs to convey the current of neutral appearing during unbalanced loads on the three-phase networks connections. This new structure of conversion is the issue of pulse width modulation and more specifically that of the SVM (Space Vector Modulation). This work is therefore interested in the control of a multilevel structure four arms using flying capacitors, using a direct control built an geometry approach to define adequate duty cycle. To the final the command determines the status of switches providing balancing voltage capacitors and control of currents absorbed with a large dynamic range adjustment from a SVM -3D. The qualities of the algorithm are shown through simulation tests.

I. INTRODUCTION

In the systems of production and distribution of electrical energy, several major issues are now identified and are the subject of intensive research. In addition to the quality of the supplied energy, these are the cost of production, the losses in the networks and the reduction of the volume of equipment that are the subject of attention and research. In these systems become more and more four-wire (three phases and neutral), the presence of unbalanced loads causes the flow of currents in the neutral wire. Then, static converters connected to these networks must be able to harness these currents to provide (autonomous networks, UPS...), either to improve the quality of waveforms (active filters for example). To connect the load with 4 wires it is theoretically possible to generate a neutral from the continuous bus with a capacitive midpoint. However, the difficulty in balancing the tensions around the midpoint and the relative cost of skills used penalize this particular solution for applications with strong currents [Kou11]. A more simple solution is to use a structure of conversion to 4 arms 2 levels (Figure 1). In order to increase power and/or voltage, the series of switches of power is necessary. In view of the current progress of semiconductor technology, there are several candidates solutions. This series of switches implementation appears in the literature as so-called multilevel converters that are available in structure NPC (Neutral Point Clamped) distributed potential structures in cells overlapping and stacked or cascaded converters [START_REF] Rodriguez | Multilevel voltage-source-converter topologies for industrial medium-voltage drives[END_REF], [START_REF] Meynard | Multicell converters: basic concepts and industry applications[END_REF]. Flying capacitors converters have specifically envisioned in the dual purpose to generate a multi-level output voltage, and reduce the constraints on the components of power voltage.

In this work, a control for flying capacitor converters 4 arms algorithm is proposed. This algorithm is based on two aspects, leading each of them related to one of the two specific features of the converter. The first aspect is the control of tensions across the floating capacity by using a control by predetermined profiles [START_REF] Defaÿ | A predicitve control with flying capacitor balancing of a multicell active power filter[END_REF]. This control provides a floating voltage from a sensor to low resolution, or even control threshold. The second aspect is the use of the geometric approach for 4 arms converters to keep the benefits offered by the three-dimensional type SVM controls and properties. The representation of the output voltages (Table2.1) can make itself either in the reference frame (Figure 2.a), either in the abc coordinate system (Figure 2.b). The passage between the frames is done through the transformation of Concordia for unbalanced systems which is expressed by the equation (2.6). With 4 switches we have 16 possibilities of control of which 2 provide voltages output zero. 

III. SVM FOR THE CASE OF 2 LEVELS INVERTER

In the 3D geometric algorithm, the vector representing the reference voltage Vout can be synthesized by a minimum of three active vectors (not null). To reduce the current ripple, three active vectors are chosen adjacent to the reference vector.

Based on work presented in [START_REF] Kouzou | The Space Vector Modulation PWM Control -Method Applided on Four Leg Inverters[END_REF], the tetrahedron in which appears the reference vector can be determined directly by comparing the values of the tensions of reference between them. Vnn tension which is null is also taken into account. These tensions are classified by descending order (D1 in D4). Each tetrahedron is characterized by a particular classification of these tensions the storage ordered gives rise to 24 different combinations (4!). Thus each combination identifies one of the 24 tetrahedra.

Table 3.1: Classification of tensions and identification of tetrahedra

From a physical point of view, this is explained as follows: If using Active vectors of a tetrahedron (for example (V1, V9, V11) (Fig 2) pulse durations will still have the same order.) In our example the pulse on arm n will be always the longest, then a, b, and c. As a result, provided tensions will also have the same order (
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). Thus determining the T (x, y, z) tetrahedron which includes vector V x ; V y ; V z : x = 2 i ; y = x + 2 j ; z = y + 2 k Over a period of modulation, the mean tension must be equal to the reference voltage, which is expressed by the equation: Then it is simple to determine the commands to apply to the converter to the 4 arms.

III. EXTENSION OF THE CONTROL LAW IN THE CASE OF THE FLYING CAPACITOR STRUCTURE

The represented structure in figure 3 Therefore, a large tetrahedron consists of 27 small tetrahedra correspond to 4 new basis vectors (see Figure 4). In detail, each large tetrahedron can be divided into 3 levels. Level 1 contains 1 small tetrahedron, level 2 contains 7 small tetrahedra and level 3 contains 19 small tetrahedra (figure 5).

In the same way as for the structure of the converter of 2 levels 4 arms, will seek 4 basis vectors that form a small tetrahedron containing the reference vector. We can formulate the following definitions: -Great tetrahedron: Tetrahedron is related to functioning in 2 levels. This is the case when the cells of a same arm switch at the same time to obtain only E or 0 in the output of the arm.

-Small tetrahedron: Tetrahedrons formed by intermediate vectors (with voltages output k.E./p where p is the number of cells and, here p = 3.) These small tetrahedra are trained to pass summit to the summit following a single switching. In the case of small tetrahedrons, it considers that the ends of the vectors are represented by points (summits of the tetrahedrons). -Ui (i = 0.. 3) as vectors to differential a small tetrahedron which have three levels of tension differential an, bn, cn :
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-as the simple levels of voltage vector: which consists of 4 indices (a, b, c, n) and receives one of the 4 values (0,1,2,3)

n i c i b i a i (4.2)
Relations between the tensions of reference, it can determine three vectors non-nuls base and 2 vectors Dummies who build a tetrahedron. Research of small tetrahedron which forms the basis vector is complicated in the two markers abc and . We will therefore reason on the basis vectors to solve this problem, figure 6. . By analyzing the position of a point in the XYZ coordinate system can determine the small tetrahedron and 4 vectors of base adjacent to the reference vector. From figure 9, table 5.1 we can identify small tetrahedron in the XYZ coordinate system and also determine the 4 basis vectors in the abc landmark with 0
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One gets thus To limit the number of profiles and use the degree of freedom that pertains to the flying capacitor, we fixed a few constraints on the profiles:

-forbidden brutal transitions (changes in level greater than E/p Converter output are proscribed) as can be see in figure 7.

-Profile candidate must start with the final configuration of the current profile (figure 7).

With regard to balancing the tensions across of the flying capacitor, it is possible to use different configurations and choose those that will provide good overall trends for floating tensions, table 4.1.

Figure 7 Table 4.1 Table 4.1, gives us the variation of tension to the terminals of each floating capacity on each configuration (the meaning of an arrow indicates the evolution of the floating voltage).

V CONSTRUCTION OF THE TABLE OF PROFILES

To set the control algorithm represented figure 8, it has 24 large tetrahedra, each of which contains 27 small tetrahedra. Therefore will be 648 28 24 x small tetrahedra in total. Using the 3D SVM algorithm, can be found 4 basis vectors that form a small tetrahedron The states of successive commutation in this small tetrahedron are then: (5.4) The candidate profile will need to have its first configuration 
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to ensure a transition without change of cutting period. Then, according the small tetrahedron we want to apply, it will define a transitional step. To minimize the period of transition, will choose the route from one of the configurations nearest the first configuration. Calculated distances (step switch) from a vector any to a small tetrahedron is chosen the nearest distance. Having determined the transition phase, we arrive to a configuration in the small desired tetrahedron, and we will then apply the possible configurations up to wait 24 switches, considering the constraints of level change. The application of the 4.6 relationship to determine the time of application. Taking account of the sign of currents and the State of charge of capacitors to determine the controls to apply to the converter, according to table 4.1. Below (Table 5.2) is shown the result obtained for a Ci3 -Ci7 base configuration. 5.5 Relationship provides the time of application to this case: 

VI. RESULTS OF SIMULATION

For an application of active filtering and to properly highlight the frequency phenomena involved, we have done tests with references related to non-linear loads connected harmonic-rich.

-Vh1 = 100(V); Vh5 = Vh7 = Vh11 = Vh13 = 15(V)

The waveform obtained for current in a phase of the converter and its associated spectrum, are shown in figure 6.1a and 6.1b

Parameters of the converter::

(V bus =600V, C 1 =C 2 =40µF, R=100 , L=5mH, fdec=10kHz) The current is very close to the reference and content spectral is easily identifiable. It appears from the terms related to cutting to 10 kHz, but a very low amplitude, essentially being dismissed at 3 times the frequency of cutting or 30kHz. 

VI. CONCLUSION

The direct control of a flying converter operating in active filter is shown in this article. The control lawsis defined without a classic device modulation but by use of a table prepared offline and to provide adequate control sequence the context at the k instant. This procedure allows increasing the bandwidth of the converter and the relationship between the frequency of the bandwidth and the frequency of cutting which can then become very important. The harmonic spectrum of the injected current is of very good quality and this approach allows resolving the tradeoff between the frequency of cutting, the size of the capacitors and the dynamic performance you want.

2 LEVELSFigure 1

 21 Figure1shows the 4 converter arms supplying RLE charge which is a general case to represent most of the encountered applications.
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 1 Figure 1: Model of the Converter 4 arms with RLE load Considering the State of the switches associated with a binary variable Sj as Sj = 1 if the switch is closed and Sj = 0 if the switch is open, we can establish the following model where Vj is the potential from G to a, b, c, n.

(2. 1 )

 1 The laws of basic electrical circuits allow us to express the potential of neutral point O of the load in relation to the G point:

(2. 2 )

 2 By asking, where inductors are different:(2.3)Which allows to express the state equation :

  of figure represented below, the corresponding volume voltage that can provide the inverter can be divided into 24 tetrahedra. A desired reference voltage should be first to identify the relevant tetrahedron.

Figure 2 :

 2 Figure 2: Patterns of distribution of 16 vectors of bases

  (3.1)F ro m t he p a r a m e t e rs x , y , z , y o u d e f i ne t h re e v e c t o rs o f switching following table 3.1. 24 possible tetrahedrons are given by table 3.1.

  period s T It is then possible to calculate directly the application time from the "classified" tensions [D1; D2; D3; D4] as shown in Equation 3.4.(3.3)

  contains 24 controllable switches. If one considers that the same arm switches are in mutual exclusion, it remains different configurations by arm which allows to generate output (points A, B, C) 4 levels of voltage. Therefore, each arm has therefore 4 levels: 0,1,2 and 3 corresponding to 4 voltage levels (0, E/3, 2/3, E). Thus this structure of conversion (4 arms, 4 levels) has 256 44 different states. Thus, in the case of the 4 levels and 4 arms converter, it will be also 24 large tetrahedrons as for 2 levels 4 arms converter, and each tetrahedron can be associated with 3 adjacent vectors corresponding to 4 levels of voltages.
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 3 Figure 3: 4 arms flying capacitor structure gone up in active filter
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 5 Figure 5: Feasible tensions in 4 levels 4 arms Definitions:

Figure 4 :

 4 Figure 4: Tetrahedrons by levels

Figure 6 :

 6 Figure 6: Change of coordinates

Figure 8 :

 8 Figure 8: Algorithm of control by profiles

Figure 9 :For

 9 Figure 9: Algorithm 3D-SVM of selection the small tetrahedron

  the basic vector Vi remains unchanged. Valid switching vectors are vectors which have levels between 0 and 3. Ensuring that there is maximum one change at the level of the output voltage of the converter developed the list of the successive States of switching in a small tetrahedron from 4 basis vectors. For example, the small tetrahedron number 6 has 4 basis vectors:

Figure 6 .

 6 Figure 6.1.a : Line current 1

Figure 6 .

 6 Figure 6.1.b: Current spectrum

Table 2 .
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1: Switching vectors in abc and frames

Table 5 . 2 :

 52 Example of profiles and the time to apply (Ci3 -Ci7 base Configurations)

(5.5)